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PERATION & MAINTENANCE

Yes No
l. Is redevelopment occurring at the site? ] )
2. Arc the access gates and locks free from damage? 54 |
3. Is the site and soil cover free from saturation or ponding of surface K O
runoft?
4, Is the slope soil cover free of holes or other signs of burrowing E O
rodents?
5. Have the burrowed or eroded slope areas been filled with clean soil H O
and revegetated as needed?
. Do the cap slopes appear o be stable and free from erosion? 1 O
T Have the ditches and culverts been inspected for obstructions and debris? [<] ]
8. Are the interceptor trench and drains accessible and operational” B4 ]
g, Are the groundwater monitoring wellheads accessible? [
0. Is the Jordan River riverbank free from signs of erosion or ] (]
undercutting?
1. Is riprap and vegetation adequate to prevent intrusion of the river into <] ]

the site?

Additional Comments or Observations: Photos depicted in the attached log were taken on

August 23, 2007 except where otherwise noted. Location and site maps are also attached for
reference, which include Figure 1 Sharon Steel Location Map, Figure 2 Key Inspection Arcas for
Riverbank Stability and Figure 3 Photo Locations. The peak water flow reconded at the Jordan
River 0™ South gauging station on August 23, 2007 was 40 cfs. Current and historic water flows
for the Jordan River at the 90" South gauging station can be obtained at

hitp:{‘www pweng sleo.org/flood/stream Flow/index.cfm.
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onditions and mmendations noted d the {2007 In i

If checked “MNo™ on Visual Inspection Checklist, conditions and follow-up action included:

1. Inspection Action: #1. Redevelopment is not occuming at the Site,
Steps Taken to Remediate: Mo action required by UDEQ.



1. Inspection Action: #7. Scveral trees were observed growing in the bottom of the toe

drain ditch and outfall drains A and C. These trees would likely obstruct surface water
flow during a major storm event.

Steps Taken to Remediate: The removal of these trees needs to be completed by the
respeciive property owner,

Y. Inspection Action; #10. Several arcas along the banks of the Jordan River have been
croded, as noted in previous inspections and are in need of repair in order to prevent
additional erosion.

Steps Taken to Remediate: The UDED has consulted with EPA about erosion along the
Jordan River (Erosion Areas A through E) and options for restoring those areas are being
discussed.






